HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
T-Bar — Narrow Frame — Diffuser Only (Type 1)

MODEL: LSD -T1-DO
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LSD-T1
T-BAR NARROW FRAME

Standard Features:

e Extruded aluminum slot diffuser

e T-Bar mounting frame style with ¥2" flange and flat end caps
e Minimum length 6"

¢ Unlimited continuous sections available with butt joints

e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

[ ] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T1-S)

[] Return - less pattern controller (LSD-T1-R)

Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8

Slot Width: [ 172" [ 13/4" []1"

Options:

[| Flanged end caps
Finishes:
STANDARD COLORS DESIGNER COLORS
[l Soft White [ M Black [l Aluminum Paint
[ ] © Driftwood Tan [ M Bronze [l * Coffee Tan
[ * Mill Finish [ | M Storm Gray [ 1 Warm White

[l = Cement Gray [ 1 [ Glossy White

Dimensions (in inches)

#OF SLOT OVERALL WIDTH OF #OF SLOT OVERALL WIDTH OF

sLots|  WIDTH WIDTH BACK || gTg| WIDTH WIDTH BACK
(F) (H) (0] (F) (H) (N

1/2 11/2 11/2 1/2 61/2 61/2

1 3/4 13/4 13/4 5 3/4 73/4 7 3/4
1 2 2 1 9 9

172 23/4 23/4 172 7 3/4 7 3/4

2 3/4 31/4 31/4 6 3/4 91/4 91/4

1 3 3/4 3 3/4 1 10 3/4 10 3/4
1/2 4 4 1/2 9 <

3 3/4 43/4 43/4 7 3/4 10 3/4 10 3/4

1 51/2 51/2 1 12172 12172

1/2 51/4 51/4 1/2 10 174 101/4

4 3/4 61/4 61/4 8 3/4 12 1/4 121/4

1 71/4 71/4 1 14 1/4 141/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type1-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20




HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal

T-Bar — Narrow Frame with Fiberglass Plenum (Type 1)
MODEL: LSD-T1-FP
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Q 143/4
o o o (]
= ==
—J—=
;-h‘-h‘-l‘\-\"“-h‘-l'\"“-h‘-.{‘ A
i
/
i
PA
ii
;
H
/
14 3/4

g/g!

1/2-=

l—H —

LSD-T1-FP
T-BAR NARROW FRAME

Standard Features:
e Extruded aluminum slot diffuser
e T-Bar mounting frame style with ¥2" flange and flat end caps

¢ Rigid fiberglass plenum, allows for multiple locations of field installed spin in
collar (collar provided by others)

¢ Fiberglass plenum ships installed on diffuser

e Minimum length 12"

¢ Unlimited continuous sections available with butt joints
e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

[] Supply — Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T1-S)

[] Return - less pattern controller (LSD-T1-R)

Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8

Slot Width: [ 172" [ 13/4" []1"

Options:

[| Flanged end caps
Finishes:
STANDARD COLORS DESIGNER COLORS
[l Soft White [ M Black L]~ Aluminum Paint
[ ] © Driftwood Tan [ M Bronze [l Coffee Tan
[ © Mill Finish [ | M Storm Gray [ 1 Warm White

[l = Cement Gray [ 1 [] Glossy White

Dimensions (in inches)

# OF SLOT OVERALL PLENUM # OF SLOT OVERALL PLENUM

SLOTS WIDTH WIDTH WIDTH SLOTS WIDTH WIDTH WIDTH
(F) (H) () (F) (H) ()
172 1172 2 172 61/2 7

1 3/4 13/4 21/4 5 3/4 7 3/4 81/4

1 2 21/2 1 9 91/2

1/2 2 3/4 31/4 172 7 3/4 81/4

2 3/4 31/4 3 3/4 6 3/4 91/4 9 3/4

1 33/4 41/4 1 10 3/4 111/4

172 4 41/2 172 9 91/2

3 3/4 4.3/4 51/4 7 3/4 10 3/4 11174
1 5172 6 1 12172 13

172 51/4 538/4 1/2 10 174 10 3/4

4 3/4 61/4 6 3/4 8 3/4 12 1/4 12 3/4

1 71/4 7 3/4 1 14.1/4 14 3/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type1-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20



Linear Slot Diffuser Submittal
HOEMAKER !1:366.940.06% T-Bar — Narrow Frame with Metal Plenum (Type 1)

MANUFACTURING sm@shoemakermfg.com . - . LSD-T1-SDP LSD-T{-DP

LINEAR SLOT DIFFUSER Standard Features:

e Extruded aluminum slot diffuser

e T-Bar mounting frame style with ¥2" flange and flat end caps
e Minimum length 12”

¢ Unlimited continuous sections available with butt joints

e Soft White
Manufacturing Requirements:
Length [ Ifeet [ linches

] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T1-S)

[ ] Return - less pattern controller (LSD-T1-R)

Numberofslots: [ 11 [12 [13 [14 [I5 [ [17 [8

11/2

1T Slot Width: [11/2" [ 13/4" []1"
= ) —= Options: Optional Finishes:

[| Flanged end caps [ Soft White L] Mill Finish
— [ 1 I Driftwood Tan [ | Designer Color

METAL PLENUM Standard Features

9" ® 24 gauge galvannealed steel plenum

¢ Minimum length 12” and maximum single piece length is 6'

Oval Collar ¢ Metal plenum ships separately from diffuser and requires field assembly

Manufacturing Requirements:
(’!‘S é"‘) [| Short Distribution Plenum - SDP (standard, height set at 9")
5=‘>L, = = [| Distribution Plenum — DP (height = inlet diameter + 4")
F 3/4 Internal insulation: [ 1" fiberglass (std) - L || 1" fiberglass wrfoil back — LEX
1/2 F "I Closed cell - C

H External insulation: [ | 1" fiberglass w/foil back (std) - EX || 1" fiberglass - 1" - EX1
LSD-T1-SDP [ | No insulation - N
T-BAR NARROW FRAME Oval inlet sizes: [ 15" [ 16" [ 17" [ 18" [ 110" [ 112" (SDP and DP)
Round inlet sizes: [ 15" [1g" [17" [ 18" [ 110" [ 112" (DP only)
[ | Noinlet (SDP and DP)

o2 Options:

¢ [] Rod controlled damper
| L] Twist controlled damper
[] Cord controlled damper
LEVER CONTROL (| Perforated steel baffle* — Type A — #69 Optional performance baffles improve
DAMPER . . comfort in short throw applications by
(OPTIONAL) [] Solid steel baffle* — Type B — #70 widening the spread of the discharge air
Dimensions (in inches)
:;534 #OF [SLOT WIDTH| OVERALL |SDP WIDTH | DP WIDTH | # OF SLOT | OVERALL |SDPWIDTH| DP WIDTH
SLOTS (F) WIDTH (H) ) (K) SLOTS | WIDTH (F) | WIDTH (H) ) (K)
Round Collar — 1/2 11/2 15/8 25/8 1/2 61/2 65/8 75/8
(Standard on DP) | 1 3/4 13/4 17/8 27/8 5 3/4 73/4 778 87/8
1/2 1 2 21/8 31/8 1 9 91/8 101/8
é") 1/2 23/4 27/8 37/8 1/2 73/4 77/8 87/8
___ 2 3/4 31/4 33/8 43/8 6 3/4 91/4 93/8 10 3/8
>L 1 33/4 37/8 47/8 1 108/4 | 107/8 117/8
F F 3/4 1/2 4 41/8 51/8 1/2 9 91/8 101/8
1/2 H 3 3/4 43/4 47/8 57/8 7 3/4 103/4 107/8 117/8
1 51/2 55/8 65/8 1 1212 | 125/8 135/8
LSD-T1-DP 1/2 51/4 53/8 63/8 1/2 101/4 10 3/8 113/8
T-BAR NARROW FRAME 4 3/4 61/4 63/8 73/8 8 3/4 121/4 | 123/8 133/8
1 71/4 73/8 83/8 1 141/4 | 143/8 15 3/8
Note ID lengths 1/4" undersized nominal
Additional Information: Submittal Notes
Project / Location:
Engineer:
Architect:
Contractor:

LSD-Type1-SUB Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
T-Bar — Wide Frame — Diffuser Only (Type 2)

MODEL: LSD -T2-DO

j=— Nominal - 1/4 ———
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LSD-T2
T-BAR WIDE FRAME

Standard Features:

e Extruded aluminum slot diffuser

e T-Bar mounting frame style with 1 1/8" flange and flat end caps
e Minimum length 6"

¢ Unlimited continuous sections available with butt joints

e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

[ ] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T2-S)

[] Return - less pattern controller (LSD-T2-R)

Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8

Slot Width: [ 11/2" [ 13/4" [ 11"
Options:
[| Flanged end caps
Finishes:
STANDARD COLORS ‘ DESIGNER COLORS
Soft White [ HBlack [ Aluminum Paint
Driftwood Tan | M Bronze | Coffee Tan
Mill Finish [ M Storm Gray [ Warm White

[ Cement Gray [ [ Glossy White

Dimensions (in inches)

4 OF SLOT OVERALL | WIDTHOF | 4 of SLOT OVERALL WIDTH OF

sLots|  WIDTH WIDTH BACK || g1l  WIDTH WIDTH BACK
(F) (H) (1 (F) (H) (0]

1/2 23/4 1172 172 7 3/4 61/2

1 3/4 3 13/4 5 3/4 9 7 3/4
1 31/4 2 1 10 1/4 9

1/2 4 23/4 1/2 9 73/4

2 3/4 41/2 31/4 6 3/4 10 1/2 91/4

1 5 33/4 1 12 10 3/4
1/2 51/4 4 1/2 10 1/4 )

3 3/4 6 43/4 7 3/4 12 10 3/4

1 6 3/4 51/2 1 13 3/4 121/2

172 61/2 51/4 172 111/2 10 1/4

4 3/4 71/2 6 1/4 8 3/4 13 1/2 12 1/4

1 81/2 71/4 1 151/2 14 1/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type2-Sub

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
T-Bar — Wide Frame with Fiberglass Plenum (Type 2)

MODEL: LSD-T2-FP
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LSD-T2-FP
T-BAR WIDE FRAME

Standard Features:
e Extruded aluminum slot diffuser
e T-Bar mounting frame style with 1 1/8" flange and flat end caps

¢ Rigid fiberglass plenum, allows for multiple locations of field installed spin in
collar (collar provided by others)

¢ Fiberglass plenum ships installed on diffuser

e Minimum length 12"

¢ Unlimited continuous sections available with butt joints
e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

[] Supply — Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T2-S)

[] Return - less pattern controller (LSD-T2-R)
Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8
Slot Width: [ 11/2" [ 13/4" [ 14"
Options:
[l Flanged end caps
Finishes:
STANDARD COLORS ‘ DESIGNER COLORS
Soft White [ HBlack [ Aluminum Paint
[ Driftwood Tan [ M Bronze [ Coffee Tan
Mill Finish | M Storm Gray \ Warm White
[ Cement Gray [ [ Glossy White
#OF SLOT OVERALL PLENUM # OF SLOT OVERALL PLENUM
SLOTS WIDTH WIDTH WIDTH SLOTS WIDTH WIDTH WIDTH
(F) (H) () (F) (H) (J)
1/2 2 3/4 2 1/2 7 3/4 7
1 3/4 3 21/4 5 3/4 9 81/4
1 31/4 21/2 1 101/4 91/2
1/2 4 31/4 1/2 9 81/4
2 3/4 41/2 33/4 6 3/4 101/2 9 3/4
1 5 41/4 1 12 111/4
1/2 51/4 41/2 1/2 101/4 91/2
3 3/4 6 51/4 7 3/4 12 111/4
1 6 3/4 6 1 13 3/4 13
1/2 61/2 53/4 1/2 111/2 10 3/4
4 3/4 71/2 6 3/4 8 3/4 131/2 12 3/4
1 81/2 7 3/4 1 151/2 14 3/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type2-Sub

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20



Linear Slot Diffuser Submittal
HOEMAKER !:866.940.06% T-Bar — Wide Frame with Metal Plenum (Type 2)

MANUFACTURING sm@shoemakermfg.com MODEL: LSD-T2-SDP, LSD-T2-DP

LINEAR SLOT DIFFUSER Standard Features:

e Extruded aluminum slot diffuser

e T-Bar mounting frame style with 1 1/8" flange and flat end caps
e Minimum length 12”

¢ Unlimited continuous sections available with butt joints

e Soft White
Manufacturing Requirements:
Length [ Ifeet [ linches

] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T2-S)
[ ] Return — less pattern controller (LSD-T2-R)
Numberofslots: [ 11 [12 [13 [14 [I5 [ [17 [8
Slot Width: [ 11/2" [ 13/4" [ 11"
Options: Optional Finishes:
[l Flanged end caps | Soft White 1" Mill Finish
Driftwood Tan [ | Designer Color

11/2

=—J—=

METAL PLENUM Standard Features

e 24 gauge galvannealed steel plenum

¢ Minimum length 12” and maximum single piece length is 6'

¢ Metal plenum ships separately from diffuser and requires field assembly
Manufacturing Requirements:

[| Short Distribution Plenum - SDP (standard, height set at 9")

—L -ﬂ- - [| Distribution Plenum — DP (height = inlet diameter + 4")
‘}:’L 3/4 Internal insulation [ %" fiberglass (std) - L || 15" fiberglass w/foil back — LEX
F /! [ I Closed cell - C
11/8 .

External insulation [ | 1" fiberglass w/foil back (std) - EX || 1" fiberglass - 1" - EX1
LSD-T2-SDP [] No insulation - N

T-BAR WIDE FRAME Oval inlet sizes: [ 15" 16" [[I7" [18" [ 110" [ ] 12" (SDP and DP)

Round inlet sizes: [ 15" [1g" [17" [ 18" [ 110" [ 112" (DP only)

[ | Noinlet (SDP and DP)

Oval Collar

Options:
12 ~ Rod controlled damper
K Twist controlled damper
- Cord controlled damper Ontional pert. baffles |
" *Optional performance baffles improve
LEVER CONTROL | Perforated steel baffle* - Type A - #69 comfort in short throw applications by
DAMPER [ ] Solid steel baffle* — Type B - #70 widening the spread of the discharge air
(OPTIONAL) = = A
Dimensions (in inches)
#OF |SLOT WIDTH| OVERALL |SDPWIDTH| DP WIDTH | # OF SLOT | OVERALL |SDPWIDTH| DP WIDTH
INLET SLOTS (F) WIDTH (H) ) (K) SLOTS | WIDTH (F) | WIDTH (H) ) (K)
Round Collar L— DiA+4 172 23/4 15/8 25/8 172 73/4 65/8 75/8
(Standard on DP) 1 3/4 3 17/8 27/8 5 3/4 9 778 87/8
1/2 = 1 31/4 21/8 31/8 1 10 1/4 91/8 101/8
(.;:!3 {L\} 1/2 4 27/8 37/8 1/2 9 77/8 87/8
2 3/4 41/2 33/8 43/8 6 3/4 10 1/2 93/8 10 3/8

E 1 5 37/8 47/8 1 12 107/8 117/8
F 3/4 12 51/4 41/8 51/8 1/2 101/4 91/8 10 1/8
F 3 3/4 6 47/8 57/8 7 3/4 12 107/8 117/8

H

1 63/4 55/8 65/8 1 133/4 | 1258 | 135/8
12 61/2 53/8 63/8 172 11172 | 1038 | 113/8

LSD-T2-DP 4 3/4 71/2 63/8 73/8 8 3/4 1312 | 123/8 | 133/8
T-BAR WIDE FRAME 1 81/2 73/8 83/8 1 151/2 | 143/8 | 153/8

Note ID lengths 1/4" undersized nominal

Additional Information: Submittal Notes

Project / Location:

Engineer:
Architect:
Contractor:

LSD-Type2-Sub Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
Tape & Mud Frame — Diffuser Only (Type 3)

MODEL: LSD-T3-DO

Standard Features:

e Extruded aluminum slot diffuser

e Tape & Mud flange for frameless and flush installation
¢ Designed for 1/2" or 5/8" drywall application

® Minimum length 6"

¢ Unlimited continuous sections available with butt joints
e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T3-S)

[] Return - less pattern controller (LSD-T3-R)

Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8

Slot Width: [ 1/2" [13/4" []1"
Finishes:
STANDARD COLORS ‘ DESIGNER COLORS
Soft White [ HBlack [ Aluminum Paint
Driftwood Tan | M Bronze | Coffee Tan
_ Mill Finish [ M Storm Gray [ Warm White
I Nominal-1/4 — o [ Cement Gray [ L Glossy White
7
-g S— 31/4
=== i FRAMED
- MOUNTING FLANGE SCREWED
j<— Nominal +13/16 ——={ OPENING TO FRAMED OPENING
SHEETROCK {m
4 —a (ﬁ 35 {gﬁ S
reclelrese
i 4 TR
|\
TAPE & MUD FRAME SHEETROCK TO
; ; MOUNT FRAME LIP
| | —
| |
| |
| I
| |
| i Dimensions (in inches)
|
ﬁ ! ! 23/8 #OF SLOT OVERALL | WIDTH OF | OPENING | , o SLoT OVERALL | WIDTH OF | OPENING
E SLOTS WIDTH WIDTH BACK WIDTH SLOTS WIDTH WIDTH BACK WIDTH
3/4 4 (F) (H) () (G) (F) (H) () (G)
e~ 3t 1/2 31/4 11/2 11/4 1/2 81/4 61/2 61/4
1 3/4 31/2 13/4 11/2 5 3/4 91/2 738/4 71/2
] 34 = !
1 38/4 2 13/4 1 10 3/4 9 83/4
= 1 = 1/2 41/2 23/4 21/2 1/2 91/2 73/4 71/2
F 3/8 <+ 2 3/4 5 31/4 3 6 3/4 11 91/4 9
1 51/2 33/4 31/2 1 1212 | 103/4 101/2
— G —
— H — 1/2 53/4 4 33/4 1/2 10 3/4 9 83/4
3 3/4 61/2 43/4 41/2 7 3/4 1212 | 103/4 101/2
LSD-T3 1 71/4 51/2 51/4 1 141/4 | 12172 12 1/4
TAPE & MUD FRAME 1/2 7 51/4 5 1/2 12 10 1/4 10
4 3/4 8 61/4 6 8 3/4 14 12 1/4 12
1 9 71/4 7 1 16 141/4 14

Note ID lengths 1/4" undersized nominal

Installation Note: Plenum must be installed before diffuser install.

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type3-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20




HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
Tape & Mud Frame with Fiberglass Plenum (Type 3)

MODEL: LSD-T3-FP

j<—— Nominal - 1/4 ——=|

Collars provided by others
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LSD-T3-FP
TAPE & MUD FRAME

Standard Features:
e Extruded aluminum slot diffuser

¢ Rigid fiberglass plenum, allows for multiple locations of field installed spin in
collar (collar provided by others)

e Fiberglass plenum ships installed on diffuser

e Tape & Mud flange for frameless and flush installation
e Designed for 1/2" or 5/8" drywall application

* Minimum length 12"

¢ Unlimited continuous sections available with butt joints
e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T3-S)

[ | Return - less pattern controller (LSD-T3-R)

Numberofslots: [ 11 [12 [13 [14 [I5 [Je [J7 [I8

Slot Width: [ 11/2" [13/4" []1"
Finishes:
| Soft White Mill Finish
Driftwood Tan | [ Designer Color
FRAMED
MOUNTING FLANGE SCREWED
OPENING TO FRAMED OPENING
SHEETROCK ’
Q ) U /
reecre s f//{/ SNANY AN NNNYN
I\
TAPE & MUD FRAME SHEETROCK TO
MOUNT FRAME LIP
Dimensions (in inches)
4 OF SLOT OVERALL | PLENUM | OPENING | , oo | SLOT | OVERALL | PLENUM | OPENING
sloTs | WIDTH WIDTH WIDTH WIDTH | o 75 | WIDTH WIDTH WIDTH WIDTH
(F) (H) () (G) (F) (H) (J) (G)
1/2 31/4 2 11/4 1/2 81/4 7 61/4
1 3/4 31/2 21/4 11/2 5 3/4 91/2 81/4 71/2
1 33/4 21/2 13/4 1 10 3/4 91/2 83/4
1/2 41/2 31/4 21/2 1/2 91/2 81/4 71/2
2 3/4 5 33/4 3 6 3/4 11 93/4 9
1 51/2 41/4 31/2 1 1212 | 111/4 10 1/2
1/2 58/4 41/2 33/4 1/2 10 3/4 91/2 93/4
3 3/4 61/2 51/4 412 7 3/4 1212 | 111/4 101/2
1 71/4 6 51/4 1 141/4 13 121/4
1/2 7 53/4 5 1/2 12 10 8/4 10
4 3/4 8 63/4 6 8 3/4 14 12 8/4 12
1 9 7 3/4 7 1 16 14 3/4 14

Note ID lengths 1/4" undersized nominal

and sheetrock to create the desired seamless finish.

Installation Note: The Type 3 Tape and Mud Flange is an effective and seamless mounting application for 1/2" or 5/8" drywall. Designed to cre-

ate a frameless finished look. To install simply place diffuser in framed opening and screw through the flange to attach the product to the framed
opening. Once secure, install sheetrock to cover flange and butt up to the frame's edges. Finish installing by taping and mudding the product

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type3-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20




HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
Tape & Mud Frame Diffuser with Metal Plenum (Type 3)

MODEL: LSD-T3-SDP, LSD-T3-DP

ﬁ%ﬁ%=—
L:L’f L

LSD—TS—SDP
TAPE & MUD FRAME

Round Coll

(Standard on DPJ Isuz
3/4 i 5 5 j

Standard Features:

e Extruded aluminum slot diffuser

e Tape & Mud flange for frameless and flush installation

¢ Designed for 1/2" or 5/8" drywall application

® Minimum length 12”

¢ Unlimited continuous sections available with butt joints

e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

[] Supply — Black adjustable pattern controller allows full 180° adjustment and

control of airflow (LSD-T3-S)
e R [ ] Return - less pattern controller (LSD-T3-R)
. Number of slots: [ 11 [12 [13 [J4 [15 []e [ 17 [I8
Slot Width: [ 172" [ 13/4" []1"
Optional Finishes:
Oval Collar
[ | Soft White [ Mill Finish
] Driftwood Tan [ | Designer Color

METAL PLENUM Standard Features

e 24 gauge galvannealed steel plenum

* Minimum length 12” and maximum single piece length is 6'

* Metal plenum ships separately from diffuser and requires field assembly
Manufacturing Requirements:

[] Short Distribution Plenum — SDP (standard, height set at 9")

[| Distribution Plenum — DP (height = inlet diameter + 4")

Internal insulation [ %" fiberglass (std) - L || 1" fiberglass wrfoil back — LEX

2= = R [ ] Closed cell - C
o External insulation [ ] 12" fiberglass w/foil back (std) - EX || 1" fiberglass — 1" - EX1
\// e Noinsulation - N
DIA +4 Oval inlet sizes: [ 15" [1g" [17" [18" []10" []12" (SDP and DP)

Round inlet sizes: [ 15" [[1g" [ 17" [ 18" [ 110" [ 112" (DP only)
] No inlet (SDP and DP)

Options:

[ Damper: [ 1Rod [ | Twist [ |Cord

*Optional performance baffles improve

[ ] Perforated steel baffle* — Type A — #69
[] Solid steel baffle* — Type B — #70

comfort in short throw applications by
widening the spread of the discharge air

1};}

Dimensions (in inches)

TAPEi%\TUSE_JETEFI;AME 4oF | SLOT [OVERALL| sDP DP [ OPENING | , ;- | SLOT [OVERALL| SDP DP | OPENING
oloTg| WIDTH | WIDTH | WIDTH | WIDTH | WIDTH | g ro | WIDTH | WIDTH | WIDTH | WITH | WIDTH
(F) (H) (J) (K) (G) (F) (H) () (K) (G)
1/2 | 31/4 | 13/8 | 23/8 | 11/4 1/2 | 81/4 | 65/8 | 758 | 61/4
ERAMED 1 3/4 | 312 | 17/8 | 27/8 | 11/2 5 34 | 91/2 | 77/8 | 87/8 | 71/2
OPENING %O#?'fwé Fé?gﬁﬁ éCREWED 1 33/4 | 21/8 | 31/8 | 13/4 1 108/4 | 91/8 | 101/8 | 83/4
1/2 | 41/2 | 27/8 | 37/8 | 21/2 1/2 | 91/2 | 77/8 | 87/8 | 71/2
2 3/4 5 33/8 | 43/8 3 6 3/4 1 93/8 | 103/8 9
1 51/2 | 37/8 | 47/8 | 31/2 1 121/2 | 107/8 | 117/8 | 101/2
SHEETROCK 1/2 | 53/4 | 41/8 | 51/8 | 33/4 1/2 | 103/4 | 91/8 | 101/8 | 93/4
(ﬁ%ié&l) 3 34 | 61/2 | 47/8 | 57/8 | 41/2 7 3/4 | 121/2 [ 107/8 | 117/8 | 101/2
Potorserer OIS 1 71/4 | 55/8 | 65/8 | 51/4 1 141/4 | 125/8 | 135/8 | 121/4
ARRENRARNRY LLRTIREELLTEN S 1/2 7 53/8 | 63/8 5 1/2 12 103/8 | 113/8 10
TAPE & MUD FRAME X SHEETROCK TO 4 3/4 8 63/8 | 73/8 6 8 3/4 14 [ 123/8 | 133/8 | 12
MOUNT FRAME LIP 1 9 73/8 | 83/8 7 1 16 | 143/8 | 153/8 14

Note ID lengths 1/4" undersized nominal

Installation Note: Metal Plenum must be installed before the diffuser is installed.

Additional Information: Submittal Notes

Project / Location:

Architect:
Contractor:

|
Engineer: ‘
|
|

LSD-Type3-SUB Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
Surface Mount Frame — Diffuser Only (Type 4)

MODEL: LSD-T4-DO

}<— Nominal - 1/4 ————=

| | 31/4
Y

j=— Nominal +13/16 ————

LSD-T4
SURFACE MOUNT

Standard Features:
e Extruded aluminum slot diffuser
e Surface mount frame style with 1 1/8" flange.

e Countersunk mounting holes for flush appearance and color matching
Philips Pozidriv screws

¢ Flanged end caps

¢ Minimum length 6"

¢ Unlimited continuous sections available with butt joints
e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

[] Supply — Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T4-S)

[] Return - less pattern controller (LSD-T4-R)

Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8

Slot Width: [ 11/2" [13/4" []1"
Options:
[ ] Flat end caps
Finishes:
STANDARD COLORS ‘ DESIGNER COLORS
Soft White [ HBlack [ Aluminum Paint
Driftwood Tan | M Bronze [ Coffee Tan
Mill Finish | M Storm Gray | Warm White

[ Cement Gray [ [ Glossy White

Dimensions (in inches)

# OF SLOT OVERALL | WIDTH OF | , ¢ SLOT OVERALL | WIDTH OF
SLOTS WIDTH WIDTH BACK SLOTS WIDTH WIDTH BACK
(F) (H) (1) (F) (H) (1)
172 23/4 1172 172 7 3/4 61/2
1 3/4 3 13/4 5 3/4 9 73/4
1 31/4 2 1 10 1/4 ©
1/2 4 23/4 172 9 7 3/4
2 3/4 41/2 31/4 6 3/4 10172 91/4
1 5 33/4 1 12 10 3/4
172 51/4 4 172 10 1/4 9
3 3/4 6 4 3/4 7 3/4 12 10 3/4
1 6 3/4 51/2 1 13 3/4 121/2
172 61/2 51/4 1/2 111/2 101/4
4 3/4 71/2 61/4 8 3/4 131/2 121/4
1 81/2 71/4 1 15172 141/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type4-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal

Surface Mount Frame with Fiberglass Plenum (Type 4)
MODEL: LSD-T4-FP

j=— Nominal - 1/4 ———

Collars provided by others

143/4

j=—— Nominal +13/16 ——=

14 3/4

LSD-T4-FP
SURFACE MOUNT

Standard Features:
e Extruded aluminum slot diffuser
e Surface mount frame style with 1 1/8" flange.

e Countersunk mounting holes for flush appearance and color matching
Philips Pozidriv screws

¢ Flanged end caps

¢ Rigid fiberglass plenum, allows for multiple locations of field installed spin in
collar (collar provided by others)

¢ Fiberglass plenum ships installed on diffuser

e Minimum length 12"

e Unlimited continuous sections available with butt joints
e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

[] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T4-S)

[] Return - less pattern controller (LSD-T4-R)

Numberofslots: [ 11 []2 [13 [14 [15 [Je [J7 [I8

Slot Width: [ 172" [13/4" [11"
Options:
[ ] Flat end caps
Finishes:
STANDARD COLORS DESIGNER COLORS
~ Soft White ~ EBlack ~ Aluminum Paint
Driftwood Tan [ M Bronze [ Coffee Tan
Mill Finish [ M Storm Gray [ Warm White

[ Cement Gray [ [l Glossy White

Dimensions (in inches)

#OF SLOT OVERALL PLENUM # OF SLOT OVERALL PLENUM
SLOTS WIDTH WIDTH WIDTH SLOTS WIDTH WIDTH WIDTH
(F) (H) () (F) (H) ()
1/2 23/4 2 1/2 7 3/4 7
1 3/4 3 21/4 (5) 3/4 9 81/4
1 31/4 21/2 1 10 1/4 91/2
172 4 31/4 172 9 81/4
2 3/4 41/2 33/4 6 3/4 10 1/2 93/4
1 5 41/4 1 12 111/4
1/2 51/4 41/2 1/2 10 1/4 91/2
3 3/4 6 51/4 7 3/4 12 111/4
1 6 3/4 6 1 13 3/4 13
1/2 61/2 53/4 1/2 111/2 10 3/4
4 3/4 7172 6 3/4 8 3/4 13172 12 3/4
1 81/2 7 3/4 1 151/2 14 3/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type4-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal

Surface Mount Frame with Metal Plenum (Type 4)
MODEL: LSD-T4-SDP, LSD-T4-DP

Oval Collar

%T% s,

11/8
F
H
LSD-T4-SDP
SURFACE MOUNT
1172
= K —=
LEVER CONTROL
DAMPER
(OPTIONAL)X f
INLET
A DIA +4
Round Collar L—
(Standard on DP)

LSD-T4-DP
SURFACE MOUNT

LINEAR SLOT DIFFUSER Standard Features:

e Extruded aluminum slot diffuser

e Surface mount frame style with 1 1/8" flange.

¢ Countersunk mounting holes for flush appearance and color matching
Philips Pozidriv screws

Flanged end caps

Minimum length 12”

Unlimited continuous sections available with butt joints

Soft White

Manufacturing Requirements:
Length [ Ifeet [ linches
] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T4-S)
[ ] Return - less pattern controller (LSD-T4-R)
Numberofslots: [ 11 [12 [13 [14 [I5 [Je [17 [I8
Slot Width: [ 11/2" [ 13/4" [ 11"
Options: Optional Finishes:
[l Flat end caps ~ | Soft White [ ] Mill Finish
| Driftwood Tan [ | Designer Color

METAL PLENUM Standard Features
® 24 gauge galvannealed steel plenum
e Minimum length 12” and maximum single piece length is 6'
¢ Metal plenum ships separately from diffuser and requires field assembly
Manufacturing Requirements:
[] Short Distribution Plenum — SDP (standard, height set at 9")
[] Distribution Plenum — DP (height = inlet diameter + 4")
Internal insulation [ | 1" fiberglass (std) - L || 1" fiberglass w/foil back — LEX
[ ] Closed cell-C
External insulation || 12" fiberglass w/foil back (std) - EX [ | 1" fiberglass — 1" — EX1
[ ] No insulation = N
Oval inlet sizes: [ 15" [16" [I7* [[]8" [110" [ 112" (SDP and DP)
Round inlet sizes: [ 15" []6" [J7" [18" [ 110" [I12" (DP only)
[ ] No inlet (SDP and DP)
Options:
Rod controlled damper
__ Twist controlled damper
Cord controlied damper *Optional performance baffles improve
Perforated steel baffle” - Type A - #69 comfort in short throw applications by
[ ] Solid steel baffle* — Type B — #70 widening the spread of the discharge air

Dimensions (in inches)
4 0F SLOT OVERALL SDP DP 4 0F SLOT OVERALL SDP DP
sloTs | WIDTH WIDTH WIDTH WIDTH | of 7 | WIDTH WIDTH WIDTH WIDTH
(F) (H) (J) (K) (F) (H) [€)] (K)
1/2 23/4 15/8 25/8 1/2 73/4 65/8 75/8
1 3/4 3 17/8 27/8 5 3/4 9 77/8 87/8
1 31/4 21/8 31/8 1 10 1/4 91/8 101/8
1/2 4 27/8 37/8 1/2 9 77/8 87/8
2 3/4 41/2 33/8 43/8 6 3/4 101/2 93/8 103/8
1 5 37/8 47/8 1 12 107/8 117/8
1/2 51/4 41/8 51/8 1/2 10 1/4 91/8 101/8
g 3/4 6 47/8 57/8 7 3/4 12 107/8 117/8
1 63/4 55/8 65/8 1 13 3/4 125/8 135/8
1/2 61/2 53/8 63/8 1/2 111/2 103/8 113/8
4 3/4 71/2 63/8 73/8 8 3/4 131/2 123/8 133/8
1 81/2 73/8 83/8 1 15 1/2 14 3/8 15 3/8

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type4-SUB Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
Concealed Mount Frame — Diffuser Only (Type 5)

MODEL: LSD-T5-DO

}<— Nominal - 1/4 ————
—

= "

j— Nominal + 1 3/16 ———

LSD-T5
CONCEALED MOUNT

Standard Features:
e Extruded aluminum slot diffuser

e Surface frame style with 1 1/8" flange. Concealed mount screw holes and
end flanges for a clean aesthetic look

® Minimum length 6"
¢ Unlimited continuous sections available with butt joints
¢ Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T5-S)

[] Return - less pattern controller (LSD-T5-R)

Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8

Slot Width: [ 11/2" [13/4" []1"
Options:
[ ] Flat end caps
Finishes:
STANDARD COLORS ‘ DESIGNER COLORS
Soft White [ M Black [ Aluminum Paint
Driftwood Tan | M Bronze \ Coffee Tan
Mill Finish [ M Storm Gray [ Warm White

[ Cement Gray [ [ Glossy White

Dimensions (in inches)

4 OF SLOT OVERALL | WIDTHOF | 4 ¢ SLOT OVERALL | WIDTH OF

sLots|  WIDTH WIDTH BACK |/ g7/ WIDTH WIDTH BACK
(F) (H) (0] (F) (H) (1

172 23/4 1172 172 7 3/4 61/2

1 3/4 3 13/4 5 3/4 9 73/4
1 31/4 2 1 10 1/4 9

172 4 23/4 172 9 73/4

2 3/4 4172 31/4 6 3/4 10 1/2 91/4

1 5 33/4 1 12 10 3/4
1/2 51/4 4 1/2 10 1/4 )

3 3/4 6 43/4 7 3/4 12 10 3/4

1 6 3/4 51/2 1 13 3/4 12172

172 61/2 51/4 172 11172 10 1/4

4 3/4 71/2 6 1/4 8 3/4 131/2 12 1/4

1 81/2 71/4 1 151/2 141/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type5-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal

Concealed Mount Frame with Fiberglass Plenum (Type 5)
MODEL: LSD-T5-FP

f<— Nominal - 1/4 ———§

Collars provided by others

143/4

j=— Nominal + 13/16 ——=

i

143/4

T o R T ot S ot St o

X

LSD-T5-FP
CONCEALED MOUNT

Standard Features:
e Extruded aluminum slot diffuser

e Surface frame style with 1 1/8" flange. Concealed mount screw holes and
end flanges for a clean aesthetic look

¢ Rigid fiberglass plenum, allows for multiple locations of field installed spin in
collar (collar provided by others)

¢ Fiberglass plenum ships installed on diffuser

® Minimum length 12"

¢ Unlimited continuous sections available with butt joints
e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T5-S)

[] Return - less pattern controller (LSD-T5-R)

Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8

Slot Width: [11/2" [13/4" []1"
Options:
[ ] Flat end caps
Finishes:
STANDARD COLORS ‘ DESIGNER COLORS
Soft White [ HBlack [ Aluminum Paint
Driftwood Tan [ M Bronze [ Coffee Tan
Mill Finish | M Storm Gray | Warm White

[ Cement Gray [ [ Glossy White

Dimensions (in inches)

# OF SLOT OVERALL PLENUM | 4 ¢ SLOT OVERALL PLENUM

sLoTs|  WIDTH WIDTH WIDTH  |g| 51g|  WIDTH WIDTH WIDTH
(F) (H) () (F) (H) ()
1/2 23/4 2 172 7 3/4 7

1 3/4 3 21/4 5 3/4 9 81/4

1 31/4 21/2 1 10 1/4 91/2

172 4 31/4 172 9 81/4

2 3/4 41/2 33/4 6 3/4 10 1/2 93/4

1 5 41/4 1 12 11174

172 51/4 41/2 1/2 10 174 91/2

3 3/4 6 51/4 7 3/4 12 11174
1 6 3/4 6 1 13 3/4 13

172 61/2 53/4 172 11172 10 3/4

4 3/4 71/2 6 3/4 8 3/4 131/2 12 3/4

1 81/2 7 3/4 1 151/2 14 3/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type5-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA

Last Revised: 10/30/20



Linear Slot Diffuser Submittal
HOEMAKER !1:366.940.06% Concealed Mount Frame with Metal Plenum (Type 5)

MANUFACTURING sm@shoemakermfg.com MODEL: LSD-T5-SDP, LSD-T5-DP

LINEAR SLOT DIFFUSER Standard Features:

e Extruded aluminum slot diffuser

e Surface frame style with 1 1/8" flange: Concealed mount screw holes and
end flanges for a clean aesthetic look.

* Minimum length 12”

¢ Unlimited continuous sections available with butt joints

e Soft White
Manufacturing Requirements:
Length [ Ifeet [ linches

[| Supply — Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T5-S)

[ ] Return - less pattern controller (LSD-T5-R)

Numberofslots: [ 11 [12 [13 [[14 [15 [le [ 17 [I8

Slot Width: [ 172" [ 13/4" []1"

Options: Optional Finishes:

[! Flat end caps | Soft White [1 7 Mill Finish
Driftwood Tan || Designer Color

on METAL PLENUM Standard Features

® 24 gauge galvannealed steel plenum

e Minimum length 12” and maximum single piece length is 6'

¢ Metal plenum ships separately from diffuser and requires field assembly
Manufacturing Requirements:

[] Short Distribution Plenum — SDP (standard, height set at 9")

[| Distribution Plenum — DP (height = inlet diameter + 4")

Internal insulation [ 14" fiberglass (std) - L || 15" fiberglass w/foil back — LEX
[ ] Closed cell - C

External insulation [_| 1" fiberglass w/foil back (std) - EX || 1" fiberglass — 1" - EX1
LSD-T5-SDP [ I No insulation - N

CONCEALED MOUNT Oval inlet sizes: [ 15" [16" [J7* [[]8" [ 110" [ 112" (SDP and DP)

Round inlet sizes: [ 15" [J6" [J7* [18" [ 110" [I12" (DP only)

[ ] No inlet (SDP and DP)

Oval Collar

Options:
_>] 1/2
~ Rod controlled damper
K Twist controlled damper
] __ Cord controlled damper
LEVER CONTROL Perforated steel baffle* — Type A — #69
DAMPER .
OPTIONAL / [] Solid steel baffle* — Type B — #70
*Optional performance baffles improve comfort in short throw applications by widening the
INLET spread of the discharge air
DIA +4 Dimensions (in inches)
Round Collar =— SLOT | OVERALL |  SDP DP SLOT | OVERALL |  SDP DP
(Standard on DP) #OF WIDTH WIDTH WIDTH wotd | O | woth WIDTH WIDTH WIDTH
SLOTS SLOTS
1/2 = (F) (H) (J) (K) (F) (H) (J) (K)
1/2 23/4 15/8 25/8 1/2 73/4 65/8 75/8
1 3/4 3 17/8 27/8 5 3/4 9 77/8 87/8
1 31/4 21/8 31/8 1 10 1/4 91/8 101/8
1/2 4 27/8 37/8 1/2 9 77/8 87/8
2 3/4 41/2 33/8 43/8 6 3/4 101/2 93/8 103/8
1 5 37/8 47/8 1 12 107/8 117/8
1/2 51/4 41/8 51/8 1/2 10 1/4 91/8 101/8
3 3/4 6 47/8 57/8 7 3/4 12 107/8 117/8
1 63/4 55/8 65/8 1 13 3/4 125/8 13 5/8
LSD-T5-DP I w1 v v [ e P T B
CONCEALED MOUNT 1 81/2 73/8 83/8 1 15 1/2 14 3/8 15 3/8
Note ID lengths 1/4" undersized nominal
Additional Information: Submittal Notes
Project / Location: ‘
Engineer: ‘
Architect: ‘
Contractor: ‘

LSD-Types5-SUB Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA Last Revised: 10/30/20



HOEMAKER 1:866.940.069

MANUFACTURING Sm@shoemakermfg.com

Linear Slot Diffuser Submittal
Duct Bracket Mount — Diffuser Only (Type 6)

MODEL: LSD-T6-DO

DUCT
BRACKET

j=—— Nominal —=qf

LSD-T6
DUCT BRACKET MOUNT

LSD-T6
DUCT BRACKET MOUNT

Standard Features:

e Extruded aluminum slot diffuser

e Duct Bracket frame style with 1- 1/8" flange and flanged end caps.
e Multiple fastening locations for each diffuser

® Minimum length 6"

¢ Unlimited continuous sections available with butt joints

e Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

] Supply - Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T6-S)

[] Return - less pattern controller (LSD-T6-R)

Numberofslots: [ 11 [J2 [13 [14 [15 [Je [J7 [I8

Slot Width: [ 11/2" [ 13/4" [ 14"

Options:
[ ] Flat end caps

Finishes:
STANDARD COLORS ‘ DESIGNER COLORS
Soft White [ HBlack [ Aluminum Paint
Driftwood Tan | M Bronze | Coffee Tan
Mill Finish [ M Storm Gray [ Warm White
[ Cement Gray [ [ Glossy White
wOF | SLOT OVERALL | WIDTHOF |, gp |  SLOT OVERALL | WIDTH OF
o gTs|  WIDTH WIDTH BACK  |d7 gTg|  WIDTH WIDTH BACK
(F) (H) U] (F) (H) (1)
1/2 2 3/4 11/2 1/2 7 3/4 61/2
1 3/4 3 13/4 5 3/4 9 7 3/4
1 31/4 2 1 10 1/4 9
1/2 4 23/4 1/2 9 7 3/4
2 3/4 41/2 31/4 6 3/4 101/2 91/4
1 5 33/4 1 12 10 3/4
1/2 51/4 4 1/2 101/4 9
3 3/4 6 43/4 7 3/4 12 10 3/4
1 6 3/4 51/2 1 13 3/4 121/2
1/2 61/2 51/4 1/2 111/2 10 1/4
4 3/4 71/2 6 1/4 8 3/4 131/2 121/4
1 81/2 71/4 1 151/2 141/4

Note ID lengths 1/4" undersized nominal

Additional Information:

Submittal Notes

Project / Location:

Engineer:

Architect:

Contractor:

LSD-Type6-SUB

Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA Last Revised: 10/30/20



Linear Slot Diffuser Submittal
HOEMAKER !1:366.940.06% Duct Bracket Diffuser with Metal Plenum (Type 6)

MANUFACTURING sm@shoemakermfg.com MODEL: LSD-T6-SDP, LSD-T6-DP

Standard Features:

e Extruded aluminum slot diffuser

e Duct Bracket frame style with 1- 1/8" flange and flanged end caps.
Multiple fastening locations for each diffuser

Minimum length 12”

Unlimited continuous sections available with butt joints

Soft White

Manufacturing Requirements:

Length [ Ifeet [ linches

[| Supply — Black adjustable pattern controller allows full 180° adjustment and
control of airflow (LSD-T6-S)

[] Return - less pattern controller (LSD-T6-R)

Numberofslots: [ 11 [12 [13 [[14 [15 [le [ 17 [I8

] 1/2'< Slot Width: [ 1/2" [13/4" [ ]1"
= J —= Options: Optional Finishes:
s DUCT [ ] Flat end caps : Soft White [] Mill Finish

Driftwood Tan || Designer Color

Sglal;r METAL PLENUM Standard Features

® 24 gauge galvannealed steel plenum
DUCT || e Minimum length 12” and maximum single piece length is 6'
BRACKET

¢ Metal plenum ships separately from diffuser and requires field assembly

Manufacturing Requirements:

[] Short Distribution Plenum — SDP (standard, height set at 9")

[| Distribution Plenum — DP (height = inlet diameter + 4")

Internal insulation [ 14" fiberglass (std) - L || 15" fiberglass w/foil back — LEX

"D‘ 3/4 | [ ] Closed cell - C
1-1/8 External insulation [_| 1" fiberglass w/foil back (std) - EX || 1" fiberglass — 1" - EX1
r

[ ] No insulation = N
Oval inlet sizes: [ 15" [16" [J7* [[]8" [ 110" [ 112" (SDP and DP)

DUCT S&(TjéKETDEAOUNT Round inlet sizes: [ 15" [[1e" [ 17" [ 18" [ 110" [ 112" (DP only)
[! Noinlet (SDP and DP)
Options:
Rod controlled damper
e ~ Twist controlled damper
L K —= __ Cord controlled damper

Perforated steel baffle* — Type A — #69

] [] Solid steel baffle* — Type B — #70
INLET *Optional performance baffles improve comfort in short throw applications by widening the
LEVER CONTROL DIA +4 spread of the discharge air

DAMPER
(OPTIONAL)\/ Dimensions (in inches)

# OF SLOT OVERALL SDP DP 4 OF SLOT OVERALL SDP DP
] 12 buCT slors | WDTH WIDTH WIDTH WIDTH | o o1 | WIDTH WIDTH WIDTH WIDTH
Round Collar ' L= =1 /| sracker (F) H) W) ®) () (H) ) ®

(Standard on DP) = 172 23/4 15/8 25/8 172 73/4 65/8 758

1 3/4 3 17/8 27/8 5 3/4 9 77/8 87/8

I | 1 31/4 21/8 31/8 1 101/4 91/8 101/8

1/2 4 27/8 37/8 1/2 9 77/8 87/8

e 2 3/4 41/2 33/8 43/8 6 3/4 101/2 93/8 103/8

—— 1 5 37/8 47/8 1 12 107/8 117/8

|*>13/4 1/2 51/4 41/8 51/8 1/2 10 1/4 91/8 101/8

1178 3 3/4 6 47/8 57/8 7 3/4 12 107/8 11 7/8

F 1 63/4 55/8 65/8 1 133/4 125/8 13 5/8

" 1/2 61/2 53/8 63/8 1/2 111/2 10 3/8 11 3/8

LSD-Té-DP 4 3/4 7172 63/8 73/8 8 3/4 131/2 | 123/8 | 133/8

DUCT BRACKET MOUNT 1 81/2 73/8 83/8 1 151/2 | 1438 | 153/8

Note ID lengths 1/4" undersized nominal
Additional Information: Submittal Notes

Project / Location: ‘
Engineer: ‘
Architect: ‘
Contractor: ‘

LSD-Type6-SUB Shoemaker Manufacturing 618 East 1st Street, Cle Elum, WA Last Revised: 10/30/20
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