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1204-Sub

Standard Features:
• Aluminum construction deep housing and inner concentric rings mounted in 

panel

• Available in one, two, three, or four diffusers per panel

• Designed for high volume long throw applications

• Individually adjustable turbo nozzles

• Countersunk mounting holes for flush appearance

• Clear Anodized

Commercial Submittal 
Aluminum Turbo Nozzle Panel Mount Diffuser
MODEL:  1204

1204 Series Dimensions Listed in Inches

MODEL NOZZLES
DUCT SIZE

A B C E
W + H Dia.

1204-4

1 6 x 6

6

7.5 7.5 N/A 4

2 6 15 7.5 7.5 N/A

3 21 x 6 22.5 7.5 7.5 N/A

4 28.5 x 6 30 7.5 7.5 N/A

1204-6

1 8 x 8

8

9.5 9.5 N/A 6

2 17.5 x 8 19 9.5 9.5 N/A

3 27 x 8 28.5 9.5 9.5 N/A

4 36.5 x 8 38 9.5 9.5 N/A

1204-8

1 10 x 10

10

12 12 N/A 8

2 22 x 10 24 12 12 N/A

3 34 x 10 36 12 12 N/A

4 46 x 10 48 12 12 N/A

1204-10

1 12 x 12

12

14 14 N/A N/A

2 26 x 12 28 14 14 10

3 40 x 12 42 14 14 N/A

4 54 x 12 56 14 14 N/A

1204-12

1 14 x 14

14

17 17 N/A 12

2 31 x 14 34 17 17 N/A

3 48 x 14 515 17 17 N/A

4 65 x 14 68 17 17 N/A

1204-14

1 16 x 16

16

19 19 N/A 14

2 35 x 16 38 19 19 N/A

3 54 x 16 57 19 19 N/A

4 73 x 16 76 19 19 N/A

1204-16

1 18 x 18

18

21 21 N/A 16

2 39 x 18 42 21 21 N/A

3 60 x 18 63 21 21 N/A

4 81 x 18 84 21 21 N/A
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